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(54) Title: DISPOSABLE NAPPY WITH A HIP BAND 

(54) Bezeichnung: WEGWERFWINDEL MIT HUFTGURTEL 




( 57 ) Abstract: The invention relates to a disposable nappy (2), used more particularly in the event of incontinence, comprising a hip 

band (10) forming a hip opening in the nappy which is closed in the direction of the periphery whereby said hip band can be opened 

5S in at least one place and can be closed, also comprising a front area, a rear area and a main nappy part (4) which has a crotch area 
located therebetween and which comprises an absorbing body (6) for liquids. The main part (4) of the nappy can be detachably fixed, 
using the longitudinal end of the front area or rear area, to the hip band by means of first closing means (34) such that a user can 
place the main part (4) of the nappy between his/her legs when the hip band is worn (10) and can detachably fix the free longitudinal 
end of the main part (4) of the nappy to the hip band (10). The hip band (10) is made of a single-pieced material section (8) which is 
added to the main part (4) of the nappy and which is folded on the two sides of a longitudinal centre axis around two fold lines (20) 
extending in the longitudinal direction (18) of the nappy. 
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(57) Zusammenfassung: Die Erfindung betrifft eine Wegwerfwindel (2), insbesondere zur Inkontinentenversorgung, mit einem eine 
in Umfangsrichtung geschlossene Hiiftoffnung der Windel bildenden Hiiftgurtel (10), der an wenigstens einer Stelle offenbar und auf 
sich selbst schliessbar ist, und mit einem einen Vorderbereich, einen Riickenbereich und einen dazwischenliegenden Schrittbereich 
aufweisenden Windelhauptteil (4), der einen Absorptionskorper (6) fiir Flussigkeiten aufweist, wobei der Windelhauptteil (4) mit 
dem Langsende seines Vorderbereichs oder seines Ruckenbereichs iiber erste Verschlussmittel (34) losbar am Hiiftgurtel (10) fest- 
legbar ist, derart, dass ein Benutzer bei angelegtem Hiiftgurtel (10) den Windelhauptteil (4) zwischen den Beinen hervorholen und 
das noch freie Langsende des Windelhauptteils (4) am Hiiftgurtel (10) 16sbar fesdegen kann, wobei der Huftgurtel (10) von einem 
einstiickigen Materialabschnitt (8) gebildet ist, der an den Windelhauptteil (4) angefugt ist und beidseits einer Langsmittelachse um 
in einer Langsrichtung (18) der Windel erstreckte Falzlinien (20) auf sich selbst gefaltet ist. 
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